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TS-1XX // TEMPERATURE SENSOR

® Accurate and Precise Measuring
TS-111
® Long Operating Life TS-112

® EasyAssembling

@® Extendable Sensor on Demand *

* In our TS-111 and TS-112 Temperature sensors,
Sensor cable lenght can be changed (0-10m) according to demand.
Metal probe lenght can be selected as 50mm or 100mm.

TECHNICAL SPECIFICATIONS

Product Informations Product Code Sensor Type

TS 111 NTC 10 K
Product Name TS-1XX Temperature Sensor

TS 112 NTC 30 K

TS 121 PT-100
Sensor Type NTC 10 K/ NTC 30 K/ PT-100 / PT-1000

TS 131 PT-1000

Sensor Type Measuring Range Beta Value Sensitivity Accuracy
NTC 10 K (-40) - (+60)°C B25/85 - 3435K +0,1°C + 0,5%
NTC 30 K (-40) - (+60)°C B0/50 - 3892K + 0,1°C +0,5%

Sensor Type Measuring Range Cable Cross Section + Length Sensitivity Accuracy
PT-100 (-50) - (+150)°C 5x50 + 1 m + 0,1°C + 0,5%
PT-1000 (-50) - (+150)°C 5x50 + 1 m + 0,1°C +0,1%
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TS-31X / TEMPERATURE SENSOR

® Accurate and Precise Measuring
® Long Operating Life

® EasyAssembling

® [P 67 Plastic Case

® Extendable Sensor on Demand *

* Sensor cable lenght can be changed (0-10m) according to demand.
Metal probe lenght can be selected as 50mm or 100mm.

TECHNICAL SPECIFICATIONS

o m Product Informations

Product Name TS-31X Temperature Sensor
- N N
O O Sensor Type NTC 10 K/ NTC 30 K
A a : o
Sensor Measuring Range Sensitivity ~ Accuracy
¢ Oy
Temperature (-40) - (+80)°C +0,1°C +0,5%
b
V. JRRRRREEEEh
Product Code Sensor Type Beta Value
-0 A B C
C B25/85 - 135 mm | 58 mm | 35 mm
@ TS 311 NTC 10 K 3435K
! rooo a b G
I I B0/50 -
< > TS 312 NT K
B S3 C 30 3892K 64 mm | 50mm | 6 mm
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ST/NT-IXX // PEN TYPE TEMPERATURE & HUMIDITY / HUMIDITY TRANSMITTER

® Accurate and Precise Measuring
® Analog Output

® Long Operating Life

® Cleanable Filter

@® EasyAssembling

® Extendable Sensor on Demand

TECHNICAL SPECIFICATIONS

Product Informations

>
I
I
I
|
I
|
I
|

ST/NT-1XX Pen Type Temperature & Humidity / Humidity

Product Name Transmitter

""""" A
Input 12-24 V DC
(O O] Output 0-10V / 4-20 mA
a
Sensor Measuring Range Sensitivity ~ Accuracy
— ] Temperature 0-50°C / (-20) - (+80)°C +0,1°C +0,3°C
== b Humidity 0-100 % +% 1 +%3
/oo ——f-------- ¥ Dimensions

Product Code  Output Signal

C
IC ST 101/ NT 101 0-10V 127 mm 60 mm 25 mm
I \ 4 I
I I

ST 141/ NT 141 4-20 mA a b c

N T
V__

w

69 mm 36 mm 20 mm
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TT-3XX / TEMPERATURE TRANSMITTER

® Accurate and Precise Measuring
® Analog Output

® Long Operating Life

@® EasyAssembling

® |P 67 Plastic Case

* Sensor cable lenght can be changed (0-10m) according to demand.
Metal probe lenght can be selected as 50mm or 100mm.

TECHNICAL SPECIFICATIONS

o m Product Informations

Product Name TT-3XX Temperature Transmitter
g N "/
O O Input 12-24 V DC
Output 0-10V / 4-20 mA / Modbus RTU
a
A
Sensor Measuring Range Sensitivity ~ Accuracy

O O,

0-50°C

b Temperature (-20) - (+80)°C

+0,1°C +0,5°C

2
Product Code  Output Signal
--- A B C
@ C TT 301 0-10 V 135 mm 58 mm 35 mm
- TT 341 4-20 mA a b c
I I
I I
B TT 361 Modbus RTU 64 mm 50 mm 6 mm
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ST-3XX / TEMPERATURE & HUMIDITY TRANSMITTER/ NT-3XX / HUMIDITY TRANSMITTER

® Accurate and Precise Measuring
® Analog Output

® Long Operating Life

® Cleanable Filter

@® EasyAssembling

® [P 67 Plastic Case (Not Including Sensor)

TECHNICAL SPECIFICATIONS

Product Informations

~

( N T T N
O O Input 12-24 V DC
Output 0-10V / 4-20mA / Modbus RTU
A a
Sensor Measuring Range Sensitivity ~ Accuracy
© o 4
% % Temperature 0-50°C / (-20) - (+80)°C +0,1°C +0,3°C
% % b Humidity 0-100 % +% 1 +%3
/. == . \
c L Product Code  Output Signal
‘ Q C ST 301/ NT 301 0-10V 122 mm 58 mm 35 mm
| LT ST 341/ NT 341 4-20 mA a b c
| |
N B - ST 361/ NT 361 Modbus RTU 64 mm 36 mm 20 mm
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ST-4XX // TEMPERATURE & HUMIDITY TRANSMITTER WITH DISPLAY

® Accurate and Precise Measuring
® Analog Output

@® Durable and Handy Design

® Long Operating Life

® Cleanable Filter

® EasyAssembling

® [P 67 Plastic Case (Not Including Sensor)

TECHNICAL SPECIFICATIONS

Product Informations

i

g Q_ A Product Name ST-4XX Temperature & Humidity Transmitter with Display

Input 12-24 V DC

|:| Output 0-10V / 4-20mA / Modbus RTU

a
A Sensor Measuring Range Sensitivity ~ Accuracy
Temperature 0-50°C / (-20) - (+80)°C +0,1°C +0,3°C
@ @< Humidity 0-100 % +% 1 +%3
== b . .
== Dimensions
/oo == _______\ Product Code  Output Signal
c
T ST 401 0-10V 172 mm 65 mm 40 mm
C
ST 441 4-20 mA = b c
i C ST 461 Modbus RTU 115 mm 36 mm 20 mm
B
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DT-3XX / OUTSIDE TEMPERATURE & HUMIDITY TRANSMITTER

OUTSIDE SENSOR

@® Radiation and Rain Protection

@® Accurate and Precise Measuring

® Analog Output

® Long Operating Life

® FEasyAssembling

® [P 67 Plastic Case (Not Including Sensor)

TECHNICAL SPECIFICATIONS

Product Informations

Product Name DT-3XX Outside Temperature & Humidity Transmitter
Input 12-24V DC
Output 0-10V / 4-20mA / Modbus RTU

Sensor Measuring Range Sensitivity ~ Accuracy
A Temperature 0-50°C / (-20) - (+80)°C +0,1°C +0,3°C
Humidity 0-100 % +% 1 +%3

Dimensions

Product Code  Output Signal

DT 301 0-10V 258 mm 142 mm 110 mm
< - 5 DT 341 4-20 mA
DT 361 Modbus RTU
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ST-2XX / TEMPERATURE & HUMIDITY TRANSMITTER / NT-2XX / HUMIDITY TRANSMITTER

DUCT TYPE

@® Accurate and Precise Measuring
® Analog Output
® Long Operating Life

@® Cleanable Filter

® EasyAssembling

® [P 67 Plastic Case (Not Including Sensor)

TECHNICAL SPECIFICATIONS

Product Informations

D

O O ST-2XX Temperature & Humidity Duct Type Transmitter
A RS NT-2XX Humidity Duct Type Transmitter
a Input 12-24 V DC
e) 0) Output 0-10V / 4-20mA / Modbus RTU
SN S
< B 5 Sensor Measuring Range Sensitivity ~ Accuracy
[ N A
m C Temperature 0-50°C / (-20) - (+80)°C +0,1°C £0,3°C
7
Humidity 0-100 % + % 1 +%3
] Dimensions
l ] Product Code  Output Signal
Cc
ST 201 / NT 201 0-10V 102 mm 80 mm 229 mm
H ST 241 / NT 241 4-20 mA a b G
ksl 7T - ST 261/ NT 261 Modbus RTU 80 mm 15 mm 191 mm
b
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KT-3X1 / CARBON DIOXIDE (CO2) TRANSMITTER

® Accurate and Precise Measuring
® Analog Output

® Durable and Handy Design

® Long Operating Life

@® EasyAssembling

® [P 67 Plastic Case (Not Including Sensor)

TECHNICAL SPECIFICATIONS

ro Q Product Informations
- N7 N Product Name KT-3X1 Carbon Dioxide (COz2) Transmitter
O O
Input 12-24 V DC
a Output 0-10V / 4-20mA / Modbus RTU
O O, : o
A — T " N Sensor Measuring Range Sensitivity  Accuracy
Carbon Dioxide (CO2) 8 ) ?boggopgg]m +10 ppm +50 ppm+%2
b - .
, Product Code  Output Signal
I DS A B C
c
T KT 301 0-10V 164 mm 58 mm 35 mm
C
KT 341 4-20 mA & b c
| T KT 361 Modbus RTU 64 mm 78 mm 16 mm
h B
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KT-3X5 / CARBON DIOXIDE TRANSMITTER / KT-3X6 / HUMIDITY & (CO2) TRANSMITTER

® Accurate and Precise Measuring

® Analog Output

@® Durable and Handy Design

® Long Operating Life

@® Cleanable Filter

® EasyAssembling

® [P 67 Plastic Case (Not Including Sensor)

TECHNICAL SPECIFICATIONS

Product Informations

-

(7 N KT-3X5 Carbon Dioxide (COz2) Transmitter
O O RGN NS KT-3X6 Humidity & Carbon Dioxide (COz2) Transmitter
Input 12-24V DC
a Output 0-10V / 4-20 mA / Modbus RTU
A0 O .

Sensor Measuring Range Sensitivity ~ Accuracy
n20%0%0g o )
DUUUUUUUU b Carbon Dioxide (CO2) | 0-5.000 ppm /0-10.000 ppm + 10 ppm + 50 ppm+%2

0707070
______ \ ) Humidity 0-100 % +% 1 +%3

Dimensions

Product Code  Output Signal

@ C KT 305 / KT 306 0-10V 131 mm 58 mm 35 mm

. LT KT 345 / KT 346 4-20 mA a b c

B KT 365 / KT 366 Modbus RTU 64 mm 45 mm 31 mm
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@ NDUSTRIAL SENSOR GROUP

KT-3X9 / CARBON DIOXIDE (CO2) TRANSMITTER

® Accurate and Precise Measuring

® Analog Output

@® Durable and Handy Design

® Long Operating Life

@® Cleanable Filter

® EasyAssembling

® [P 67 Plastic Case (Not Including Sensor)

TECHNICAL SPECIFICATIONS

A m Product Informations
_____ Product Name KT-3X9 Carbon Dioxide (COz2) Transmitter
O, —0 1
_J A
Input 12-24 V DC
Qutput 0-10V / 4-20 mA / Modbus RTU
a
A
O (7 O Sensor Measuring Range Sensitivity  Accuracy
/I J_" ] {
— _ Carbon Dioxide (CO2 0-100 % Vol +0.2 % Vol + 0.5 % Vol
v == I R
C

Product Code

Output Signal

O C KT 309 0-10V 122 mm 58 mm 35 mm
| T KT 349 4-20 mA a b @
» 5
B KT 369 Modbus RTU 64 mm 36 mm 20 mm

@ +9002324312121
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@ NDUSTRIAL SENSOR GROUP

KT-4X1 / CARBON DIOXIDE (CO2) TRANSMITTER WITH DISPLAY

® Accurate and Precise Measuring

® Analog Output

@® Durable and Handy Design

® Long Operating Life

@® EasyAssembling

® [P 67 Plastic Case (Not Including Sensor)

TECHNICAL SPECIFICATIONS

g—Q—@----( Product Name KT-4X1 Carbon Dioxide (COz) Transmitter with Display
|:] Input 12-24V DC
Output 0-10V / 4-20 mA / Modbus RTU
a
A Sensor Measuring Range Sensitivity  Accuracy
Q @""( Carbon Dioxide (COz) = 0L e +10 ppm +50 ppm+%2
HH 0-10.000 ppm - -
Product Code  Output Signal
A B C
______ [
¢ KT 401 0-10 V 215 mm 65 mm 40 mm
Q KT 441 4-20 mA & b c
% KT 461 Modbus RTU 115 mm 78 mm 16 mm

@ 4900232

4312121
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KT-4X5 / CARBON DIOXIDE (CO2) TRANSMITTER WITH DISPLAY

® Accurate and Precise Measuring

® Analog Output

@® Durable and Handy Design

® Long Operating Life

@® Cleanable Filter

® EasyAssembling

® |P 67 Plastic Case (Not Including Sensor)

TECHNICAL SPECIFICATIONS
0
O o 1

Product Name KT-4X5 Carbon Dioxide (COz) Transmitter with Display
] Input 1224V DC
Output 0-10V / 4-20mA / Modbus RTU
a

Sensor Measuring Range Sensitivity  Accuracy

YN Ao 0-5.000 ppm o
Carbon Dioxide (COz2) 0 - 10.000 ppm + 10 ppm + 50 ppm+%2
0%0%%0% b
0%0%%0d
0°0°0°0
----- N A Dimensions
< Product Code  Output Signal
A B C
o KT 405 0-10V 182 mm 65 mm 40 mm
(D) | |
KT 445 4-20 mA a b ©
s B KT 465 Modbus RTU 115 mm 45 mm 31mm
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KT-4X6 / HUMIDITY & CARBON DIOXIDE (CO2) TRANSMITTER WITH DISPLAY

® Accurate and Precise Measuring

® Analog Output

@® Durable and Handy Design

® Long Operating Life

@® Cleanable Filter

@® EasyAssembling

® |P 67 Plastic Case (Not Including Sensor)

TECHNICAL SPECIFICATIONS

Product Informations

j a
OI

Product Name | KT-4X6 Humidity & Carbon Dioxide (COz2) Transmitter with Display
l:] Input 12-24 V DC
Output 0-10V / 4-20mA / Modbus RTU
a
A Sensor Measuring Range Sensitivity ~ Accuracy
@ @_ - Carbon Dioxide (CO2) | 0-5.000 ppm /0-10.000 ppm + 10 ppm + 50 ppm+%2
Humidit 0-100 % + % 1 +%3
n00%%Y% b / ’ ° ’
000%0%%
0707070
----- I Dimensions
< Product Code  Output Signal
@ o KT 406 0-10 V. 182mm | 65mm 40 mm
C
KT 446 4-20 mA a b G
s B KT 466 Modbus RTU 115 mm 45 mm 31mm
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@ NDUSTRIAL SENSOR GROUP

KT-4X9 // CARBON DIOXIDE (CO=) TRANSMITTER WITH DISPLAY

® Accurate and Precise Measuring

® Analog Output

@® Durable and Handy Design

® Long Operating Life

@® Cleanable Filter

® EasyAssembling

® [P 67 Plastic Case (Not Including Sensor)

TECHNICAL SPECIFICATIONS

KT-3X9 Carbon Dioxide (COz) Transmitter with Display

Product Name

Input 12-24 V DC

Output 0-10V / 4-20mA / Modbus RTU

A a

Sensor Measuring Range Sensitivity  Accuracy

Carbon Dioxide (CO2) 0-100 % Vol 1+ 0.2 % Vol £ 0.5 % Vol

Y ¥

- -
Product Code  Output Signal
c A B ©
‘ Q C KT 409 0-10 Vv 172mm | 65mm | 40mm
. - KT 449 4-20 mA a b c
B KT 469 Modbus RTU 115 mm 36 mm 20 mm

@ +90 02324312121
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KT-2XX / CARBON DIOXIDE (CO2) DUCT TYPE TRANSMITTER

Accurate and Precise Measuring

Analog Output

Durable and Handy Design

Long Operating Life

Easy Assembling

Mounting Bracket

IP 67 Plastic Case (Not Including Air Entrance For Sensor)

@ +9002324312121

@) O
a
@) O
VAR /AN
|- B ~J
s N R

b

@ info@emskontrol.com

TECHNICAL SPECIFICATIONS

Product Informations

Product Name

KT-2XX Carbon Dioxide (COz2) Duct Type Transmitter

Input

12-24 V DC

Output

0-10V / 4-20mA / Modbus RTU

Sensor

Measuring Range Sensitivity ~ Accuracy

0-5.000 ppm

H H 0,
Carbon Dioxide (COz2) 0 - 10.000 ppm + 10 ppm + 50 ppm+%2
Product Code  Output Signal
A B C
KT 201 0-10 VvV 102 mm 80 mm 231 mm
KT 241 4-20 mA a b G
KT 261 Modbus RTU 80 mm 15 mm 193 mm

_20-
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KT-5X1 / TEMPERATURE, HUMIDITY & CARBON DIOXIDE (CO2) TRANSMITTER

® Accurate and Precise Measuring

® Analog Output

@® Durable and Handy Design

® Long Operating Life

@® Cleanable Filter

® EasyAssembling

® [P 67 Plastic Case (Not Including Sensor)

TECHNICAL SPECIFICATIONS

Product Name KT-5X1 Temperature, Humidity & Carbon Dioxide (COz2) Transmitter
m Input 12-24 V DC
© Q) ]
Output 0-10V / 4-20 mA / Modbus RTU
a
® 5 Sensor Measuring Range Sensitivity ~ Accuracy
A
Hu Temperature 0-50°C / (-20) - (+80)°C +0,1°C +0,3°C
“ b Humidity 0-100 % +% 1 +%3
== . 0 - 5.000 ppm
== Carbon Dioxide (COz2) 0 - 10.000 ppm + 10 ppm + 50 ppm+%2
SN
¢ d Dimensions
Product Code @ Output Signal
O O |Ff S
; N o 164 mm 115 mm 40 mm
B KT 541 4-20 mA 5 b
KT 561 Modbus RTU 65 mm 78 mm
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KT-6X1 / TEMPERATURE, HUMIDITY & CARBON DIOXIDE (CO2) TRANSMITTER WITH DISPLAY

® Accurate and Precise Measuring

® Analog Output

@® Durable and Handy Design

® Long Operating Life

@® Cleanable Filter

® EasyAssembl

® [P 67 Plastic Case (Not Including Sensor)

ing

TECHNICAL SPECIFICATIONS

------- C o ?
O O

@ +90 02324312121

Product Name

Product Informations

KT-6X1 Temperature, Humidity & Carbon Dioxide (CO2) Transmitter with Display

Input 12-24 V DC
Output 0-10V / 4-20 mA / Modbus RTU
Sensor Measuring Range Sensitivity ~ Accuracy
Temperature 0-50°C / (-20) - (+80)°C +0,1°C +0,3°C
Humidity 0-100 % +% 1 +%3
. 0-5.000 ppm
Carbon Dioxide (COz2) 0 - 10.000 ppm + 10 ppm + 50 ppm+%2

A B C

Ny 0-1ov 164mm | 15mm | 40mm
KT 641 4-20 mA a b
KT 661 Modbus RTU 65 mm 78 mm

-2 @ MersinliMah. 120172 Sk Temsil Plaza No:2/F Konak/IZMIR
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BT-3X1 / DIFFERENTIAL PRESSURE TRANSMITTER

® Accurate and Precise Measuring
® Analog Output
@® Durable and Handy Design

® Long Operating Life

Dlgﬂm Arahg: B-100 Pa
Input: 12-24VDC

® EasyAssembling output: 0-10V (D

® [P 67 Plastic Case (Not Including Sensor)

TECHNICAL SPECIFICATIONS

Product Informations

A
Q Product Name BT-3X1 Differential Pressure Transmitter
Ve ST A Input 12-24 V DC
O O P
Output 0-10V / 4-20 mA / Modbus RTU
A a
Measuring Range Sensitivity ~ Accuracy
O O
v U b 0-100 Pa / 0-125Pa
Vo U W) % Pressure &-125; - §+125; Pa +1 Pa + %3
| | -500) - (+500) Pa
<>
C
---- Product Code  Output Signal
A B @
C
@ @ BT 301 0-10V 96 mm 58 mm 35 mm
: : BT 341 4-20 mA a b @
B BT 361 Modbus RTU 64 mm 10 mm 12 mm
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BT-3X5 // DIFFERENTIAL PRESSURE TRANSMITTER

® Accurate and Precise Measuring
® Analog Output

@® Durable and Handy Design

® Long Operating Life

@® EasyAssembling

® [P 67 Plastic Case (Not Including Sensor)

TECHNICAL SPECIFICATIONS

Product Informations
Y

Q Product Name BT-3X5 Differential Pressure Transmitter
(O O 1 Input 12-24 V DC
Output 0-10V / 4-20 mA / Modbus RTU
a

Measuring Range Sensitivity ~ Accuracy

0-1.
i b Pressure 0-5.000 Pa +10 Pa + %0,5
' " 0-10.000 Pa
) 1 _d 4

<>
c ' !
I Product Code  Output Signal
A B C
o C

0o © o BT 305 0-10V 114 mm 58 mm 35 mm

: :' T BT 345 4-20 mA a b c
B BT 365 Modbus RTU 64 mm 28 mm 28 mm
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BT-4X1 / DIFFERENTIAL PRESSURE TRANSMITTER WITH DISPLAY

Accurate and Precise Measuring

Analog Output

Durable and Handy Design

Long Operating Life

Easy Assembling

IP 67 Plastic Case (Not Including Sensor)

fn S

TECHNICAL SPECIFICATIONS

@ +90 02324312121

@ info@emskontrol.com

Product Name

Product Informations

BT-4X1 Differential Pressure Transmitter with Display

Input

12-24 V DC

Output

0-10V / 4-20mA / Modbus RTU

Pressure

Measuring Range Sensitivity ~ Accuracy

0-100 Pa / 0-125Pa
-125) - (+125) Pa +1Pa * %3
-500) - (+500) Pa

Product Code  Output Signal
BT 401 0-10V 147 mm 65 mm 40 mm
BT 441 4-20 mA a b c
BT 461 Modbus RTU 115 mm 10 mm 12 mm

25 @ MersinliMah. 120172 Sk Temsil Plaza No:2/F Konak/IZMIR



@ NDUSTRIAL SENSOR GROUP ems

kontrol

BT-4X5 // DIFFERENTIAL PRESSURE TRANSMITTER WITH DISPLAY

® Accurate and Precise Measuring
® Analog Output

@® Durable and Handy Design

® Long Operating Life

@® EasyAssembling

® |P 67 Plastic Case (Not Including Sensor)

TECHNICAL SPECIFICATIONS
-

Product Name BT-4X5 Differential Pressure Transmitter with Display
j—Q—C' TR
O Q 12-24V DC

Input
|:] Output 0-10V / 4-20mA / Modbus RTU
A a . o
Measuring Range Sensitivity ~ Accuracy
0-1.
Pressure 0-5.000 Pa +10 Pa + %0,5
0-10.000 Pa

Product Code  Output Signal

I BT 405 0-10V 165 mm 65 mm 40 mm
© C
o o) ]
- BT 445 4-20 mA a b c
1 1
B BT 465 Modbus RTU 115 mm 28 mm 28 mm
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AT-3XX / AMMONIA (NHs) TRANSMITTER

® Accurate and Precise Measuring
® Analog Output

@® Durable and Handy Design

® 2 Years Sensor Operating Life

@® Easy Replaceable Sensor

® EasyAssembling

® [P 67 Plastic Case (Not Including Sensor)

TECHNICAL SPECIFICATIONS

Product Informations

AN T T Q Product Name AT-3XX Ammonia (NH3) Transmitter
P <---- _ Input 12-24V DC
O O
Output 0-10V / 4-20 mA / Modbus RTU
a
Sensor Operating Life 2 Years
A O O . 4 Measuring Range Sensitivity ~ Accuracy
b Ammonia (NH3) 0-100 ppm + 1 ppm + 2 ppm
VoL L ___\
:
S Product Code  Output Signal
A B C
C
AT 301 0-10 VvV 110 mm 58 mm 35 mm
< N AT 341 4-20 mA a b c
B
AT 361 Modbus RTU 64 mm 24 mm 24 mm
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AT-4XX / AMMONIA (NHz) TRANSMITTER WITH DISPLAY

® Accurate and Precise Measuring

@ NDUSTRIAL SENSOR GROUP

® Analog Output

@® Durable and Handy Design

® 2 Years Sensor Operating Life
@® Easy Replaceable Sensor

® EasyAssembling

® [P 67 Plastic Case (Not Including Sensor)

TECHNICAL SPECIFICATIONS

Product Name AT-4XX Ammonia (NH3) Transmitter with Display

Input 12-24 V DC
Output 0-10V / 4-20 mA / Modbus RTU
a Sensor Operating Life 2 Years
A . o
Measuring Range Sensitivity ~ Accuracy
@ @_ o Ammonia (NH3) 0-100 ppm + 1 ppm + 2 ppm
b . .
) J Dimensions
[N Product Code  Output Signal
C A B C
AT 401 0-10 V 161 mm 65 mm 40 mm
C
AT 441 4-20 mA a b c
< 5 AT 461 Modbus RTU 115 mm 24 mm 24 mm

@ +90 02324312121
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@ NDUSTRIAL SENSOR GROUP ems
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ET-3XX / ETHYLENE (C2Hs) TRANSMITTER

® Accurate and Precise Measuring
® Analog Output

@® Durable and Handy Design

® 2 Years Sensor Operating Life

@® Easy Replaceable Sensor

® EasyAssembling

® [P 67 Plastic Case (Not Including Sensor)

TECHNICAL SPECIFICATIONS

Product Informations

AN T T Q Product Name ET-3XX Ethylene (C2H4) Transmitter
P <---- _ Input 12-24V DC
O O
Output 0-10V / 4-20 mA / Modbus RTU
a
Sensor Operating Life 2 Years
A O O . 4 Measuring Range Sensitivity ~ Accuracy
b Ethylene (C2H4) 0-10 ppm / 0-100 ppm + 0,1 ppm +1 ppm
VoL L ___\
:
S Product Code  Output Signal
A B C
C
ET 301 0-10 VvV 110 mm 58 mm 35 mm
< N ET 341 4-20 mA a b c
B
ET 361 Modbus RTU 64 mm 24 mm 24 mm
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ET-4XX / ETHYLENE (C2Hs) TRANSMITTER WITH DISPLAY

® Accurate and Precise Measuring

@ NDUSTRIAL SENSOR GROUP

® Analog Output

@® Durable and Handy Design

® 2 Years Sensor Operating Life
@® Easy Replaceable Sensor

® EasyAssembling

® [P 67 Plastic Case (Not Including Sensor)

TECHNICAL SPECIFICATIONS

Product Name ET-4XX Ethylene (C2H4) Transmitter with Display

Input 12-24 V DC
Output 0-10V / 4-20 mA / Modbus RTU
a Sensor Operating Life 2 Years
A . o
Measuring Range Sensitivity ~ Accuracy
@ @_ o Ethylene (C2H4) 0-10 ppm / 0-100 ppm + 0,1 ppm +1 ppm
b . .
) J Dimensions
[N Product Code  Output Signal
c A B C
ET 401 0-10 V 161 mm 65 mm 40 mm
C
ET 441 4-20 mA g b c
< 5 ET 461 Modbus RTU 115 mm 24 mm 24 mm

@ +90 02324312121
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@ NDUSTRIAL SENSOR GROUP ems

kontrol

CT-3XX / CARBON MONOXIDE (C0) TRANSMITTER

® Accurate and Precise Measuring
® Analog Output
@® Durable and Handy Design

® 2 Years Sensor Operating Life

Olgim Aralig: 0-1.000

Input: 12-24 VOC

output: 00V (N
@® Easy Replaceable Sensor

® EasyAssembling

® [P 67 Plastic Case (Not Including Sensor)

TECHNICAL SPECIFICATIONS

Product Informations

AN T T Q Product Name CT-3XX Carbon Monoxide (CO) Transmitter
P <---- _ Input 12-24 V DC
O O
Output 0-10V / 4-20mA / Modbus RTU
a
Sensor Operating Life 2 Years

Al ST T 4 Measuring Range Sensitivity ~ Accuracy
b Carbon Monoxide (CO) 0-1000 ppm + 1 ppm + 5 ppm
/2N R R
:
S Product Code  Output Signal
A B c
C
CT 301 0-10V 110 mm 58 mm 35 mm
< N CT 341 4-20 mA a b c
B
CT 361 Modbus RTU 64 mm 24 mm 24 mm
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CT-4XX / CARBON MONOXIDE (CO) TRANSMITTER WITH DISPLAY

® Accurate and Precise Measuring

@ NDUSTRIAL SENSOR GROUP

® Analog Output

@® Durable and Handy Design

® 2 Years Sensor Operating Life
@® Easy Replaceable Sensor

® EasyAssembling

® [P 67 Plastic Case (Not Including Sensor)

TECHNICAL SPECIFICATIONS

Product Name CT-4XX Carbon Monoxide (CO) Transmitter with Display

Input 12-24 V DC
Output 0-10V / 4-20mA / Modbus RTU
a Sensor Operating Life 2 Years
A . o
Measuring Range Sensitivity ~ Accuracy
@ @_ o Carbon Monoxide (CO) 0-1000 ppm + 1 ppm + 5 ppm
b . .
) J Dimensions
[N Product Code  Output Signal
c A B C
CT 401 0-10 V 161 mm 65 mm 40 mm
C
CT 441 4-20 mA A b c
< 5 CT 461 Modbus RTU 115 mm 24 mm 24 mm

@ +90 02324312121
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@ NDUSTRIAL SENSOR GROUP ems
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O0T-3XX / OXYGEN (02) TRANSMITTER

® Accurate and Precise Measuring
® Analog Output

@® Durable and Handy Design

® 2 Years Sensor Operating Life

@® Easy Replaceable Sensor

® EasyAssembling

® [P 67 Plastic Case (Not Including Sensor)

TECHNICAL SPECIFICATIONS

Product Informations

AN T T Q Product Name OT-3XX Oxygen (O2) Transmitter
P <---- _ Input 12-24V DC
O O
Output 0-10V / 4-20 mA / Modbus RTU
a
Sensor Operating Life 2 Years
A O O . 4 Measuring Range Sensitivity ~ Accuracy
b Oxygen (O2) 0-25 % VOL +0.1 % VOL +1 % VOL
y_____| 1 ______N
:
S Product Code  Output Signal
A B C
C
OT 301 0-10 VvV 110 mm 58 mm 35 mm
< > OT 341 4-20 mA a b c
B
OT 361 Modbus RTU 64 mm 24 mm 24 mm
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O0T-4XX / OXYGEN (02) TRANSMITTER WITH DISPLAY

® Accurate and Precise Measuring

@ NDUSTRIAL SENSOR GROUP

® Analog Output

@® Durable and Handy Design

® 2 Years Sensor Operating Life
@® Easy Replaceable Sensor

® EasyAssembling

® [P 67 Plastic Case (Not Including Sensor)

TECHNICAL SPECIFICATIONS

Product Name OT-4XX Oxygen (O2) Transmitter with Display

Input 12-24 V DC
Output 0-10V / 4-20mA / Modbus RTU
a Sensor Operating Life 2 Years
A . o
Measuring Range Sensitivity ~ Accuracy
@ @ ) Oxygen (O2) 0-25 % VOL +01%VOL | +1%VOL
b . .
) J Dimensions
[N Product Code  Output Signal
c A B C
OT 401 0-10 V 161 mm 65 mm 40 mm
C
OT 441 4-20 mA g b c
< 5 OT 461 Modbus RTU 115 mm 24 mm 24 mm

@ +90 02324312121

@ info@emskontrol.com
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@ NDUSTRIAL SENSOR GROUP ems
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HT-2XX // AIR VELOCITY TRANSMITTER

® Accurate and Precise Measuring
® Analog Output

@® Durable and Handy Design

® Long Operating Life

@® EasyAssembling

® [P 67 Plastic Case (Not Including Sensor)

TECHNICAL SPECIFICATIONS

Product Informations

| B
Product Name HT-2XX Air Velocity Transmitter
Input 24V DC / 12V DC (HT-202)
Output 0-5V / 010V / 4-20mA / Modbus RTU
A

Sensor Measuring Range Sensitivity  Accuracy

L 0-10m/s

Air Velocity 0- 5 mis (HT-202) +0,1m/s +0,2 m/s

Dimensions

Product Code  Output Signal

A B
HT 201 / HT 202 0-10V/0-5V 167 mm 14 mm
HT 241 4-20 mA a b ©
HT 261 Modbus RTU 80 mm 60 mm 7,25 mm
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@ NDUSTRIAL SENSOR GROUP ems
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SS-412 // PORTABLE TEMPERATURE & HUMIDITY SENSOR

® Accurate and Precise Measuring
® Internal Battery

@® Durable and Handy Design

® Long Operating Life

® Cleanable Filter

® [P 67 Plastic Case (Not Including Sensor)

TECHNICAL SPECIFICATIONS

Product Informations

3
o

Product Name SS-412 Portable Temperature & Humidity Sensor

] Input 12V DC
[ ]

a
A Sensor Measuring Range Sensitivity ~ Accuracy
(-10) - (+602°C* . .
a @_ L Temperature (_(4:1)()))_-()(:1-((3)%))0% . +0,1°C +0,3°C
%% b Humidity 0-100 % + % 1 +%3
A = % _________ *  Sensor with at least 1 meter cable
* % Sensor with at least 1 meter cable and sintered

O
O
>
vs)
O
o
o
o

B 151 mm 65 mm 40 mm 115 mm 36 mm 20 mm
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@ NDUSTRIAL SENSOR GROUP ems
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KS-412 / PORTABLE CARBON DIOXIDE (CO2) SENSOR

® Accurate and Precise Measuring

® Internal Battery

® Durable and Handy Design

® Long Operating Life

® [P 67 Plastic Case (Not Including Sensor)

TECHNICAL SPECIFICATIONS
A

l:] Product Name KS-412 Portable Carbon Dioxide (COz2) Sensor
Input 12V DC
a
A
Sensor Measuring Range Sensitivit Accurac
a4} g Rang y y
L 0-5.000 ppm
Carbon Dioxide (CO2) 0-10.000 ppm + 10 ppm + 50 ppm+%2

193 mm 65 mm 40 mm 115 mm 78 mm 16 mm
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@ NDUSTRIAL SENSOR GROUP ems
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KS-415 / PORTABLE CARBON DIXOIDE (CO2) SENSOR

® Accurate and Precise Measuring

® Internal Battery

® Durable and Handy Design

® Long Operating Life

@® Cleanable Filter

® [P 67 Plastic Case (Not Including Sensor)

TECHNICAL SPECIFICATIONS

N 'g @ AR Product Informations
D Product Name KS-415 Portable Carbon Dioxide (CO2) Sensor
Input 12V DC
a
A
Sensor Measuring Range Sensitivity ~ Accuracy
0 a_|
L 0-5.000 ppm
000000000 b Carbon Dioxide (COz2) 0 - 10.000 ppm + 10 ppm + 50 ppm+%2
0%000%%
0707070
V_ o __ |;‘/': _______ N
c

160 mm 65 mm 40 mm 115 mm 45 mm 31 mm

B
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@ NDUSTRIAL SENSOR GROUP ems
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KS-416 / PORTABLE HUMIDITY & CARBON DIXOIDE (CO2) SENSOR

® Accurate and Precise Measuring

® Internal Battery

@® Durable and Handy Design

® Long Operating Life

@® Cleanable Filter

® [P 67 Plastic Case (Not Including Sensor)

TECHNICAL SPECIFICATIONS

N 'g @ AR Product Informations
|:| Product Name KS-416 Portable Humidity & Carbon Dioxide (COz2) Sensor
D Input 12V DC
a
A
Sensor Measuring Range Sensitivity ~ Accuracy
© a4
Carbon Dioxide (COz2) | 0-5.000 ppm /0-10.000 ppm + 10 ppm 150 ppm+%2
040,040
03009509 b Humidity 0-100 % +% 1 +% 3
070707040
0707070
V_ _ ___ |;‘/': _______ N
S
c
@ c A B c a b c
e P 160 mm 65 mm 40 mm 115 mm 45 mm 31 mm
B

@ +90 0232 43121 21 @ info@emskontrol.com _39_ 0 Mersinli Mah. 1201/2 Sk. Temsil Plaza No:2/F Konak/IZMiR
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BS-412 / PORTABLE DIFFERENTIAL PRESSURE SENSOR

® Accurate and Precise Measuring

® Internal Battery

@® Durable and Handy Design

® Long Operating Life

® |IP 67 Plastic Case (Not Including Sensor)

TECHNICAL SPECIFICATIONS

e a
g @ Product Name BS-412 Portable Differential Pressure Sensor

] Input 12V DC

A a
Sensor Measuring Range Sensitivity ~ Accuracy
-125) - (+125) Pa
a @_ ---¥ Pressure ( )~ ) +1 Pa + %3
? ? b (-500) - (+500) Pa
2N o)
<>
c
©0 c
. roo- A B C a b ©
B 125 mm 65 mm 40 mm 115 mm 10 mm 12 mm
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@ NDUSTRIAL SENSOR GROUP ems
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BS-415 / PORTABLE DIFFERENTIAL PRESSURE SENSOR

® Accurate and Precise Measuring
® Internal Battery

@® Durable and Handy Design

® Long Operating Life

® |IP 67 Plastic Case (Not Including Sensor)

TECHNICAL SPECIFICATIONS
R

Product Name BS-415 Portable Differential Pressure Sensor

) Input 12V DC

Sensor Measuring Range Sensitivity ~ Accuracy

b Pressure 0-10.000 Pa + 10 Pa + %0,5
:
I

K—>
C
O©@O IC
R A B © a b ©
B 143 mm 65 mm 40 mm 115 mm 28 mm 28 mm
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@ NDUSTRIAL SENSOR GROUP ems
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AS/ES/CS/0S-412 // PORTABLE GAS SENSORS

® Accurate and Precise Measuring

® Internal Battery

@® Durable and Handy Design

® 2 Years Sensor Operating Life

@® Easy Replaceable Sensor

® [P 67 Plastic Case (Not Including Sensor)

TECHNICAL SPECIFICATIONS
A

Product Name AS/ES/CS/0OS-412 Portable Gas Sensors

) Input 12V DC

a
Sensor Measuring Range Sensitivity ~ Accuracy
A
Ammonia (NH3) 0-100 ppm + 1 ppm + 2 ppm
a @_ W Ethylene (C2H4) 0-100 ppm £ 0,1 ppm + 1 ppm
b Carbon Monoxide (CO) 0-1000 ppm + 1 ppm + 5 ppm
(oo - . Oxygen (O2) 0-25 % VOL +0.1 % VOL +1 % VOL

O
|
O
>
vs)
O
o
o
o

B 139 mm 65 mm 40 mm 115 mm 24 mm 24 mm
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SR-411 // TEMPERATURE & HUMIDITY CONTROL DEVICE

® Accurate and Precise Measuring

® 2 Relay Outputs

® Buzzer (Optional)

® Long Operating Life

@® Cleanable Filter

® EasyAssembling

@® Adjustable Relay Sensitivity

TECHNICAL SPECIFICATIONS

S—

Product Informations

- N TR - WF :
g @ Product Name SR-411 Temperature & Humidity Control Device
:] o Input 12-24 V DC
o
|:] o Output Relay (2A)
A a
Sensor Measuring Range Sensitivity ~ Accuracy
(-10) - (+60)°C
Temperature (-40) - (+60)°C * +0,1°C +0,3°C
@ @_ --Y (-40) - (+100)°C **
== b Humidity 0-100 % +% 1 +%3
% % *  Sensor with at least 1 meter cable
B S %* % Sensor with at least 1 meter cable and sintered
: “
‘ Q C A B C a b @
i :"_ 172 mm 65 mm 40 mm 115 mm 36 mm 20 mm
B
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KR-411 / CARBON DIOXIDE (C02) CONTROL DEVICE

Accurate and Precise Measuring

1 Relay Output

Buzzer (Optional)

Long Operating Life

Easy Assembling

Adjustable Relay Sensitivity

TECHNICAL SPECIFICATIONS

Product Informations

< Product Name KR-411 Carbon Dioxide (CO2) Control Device
Input 12-24 V DC
Output Relay (2A)

Sensor

Measuring Range

Sensitivity

Accuracy

@ +9002324312121

o 0-5.000 ppm
X Carbon Dioxide (CO2) 0 - 10.000 ppm + 10 ppm + 50 ppm+%2
c A B C a b c
215 mm 65 mm 40 mm 115 mm 78 mm 16 mm
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@ NDUSTRIAL SENSOR GROUP ems
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KR-416 // HUMIDITY & CARBON DIOXIDE (CO2) CONTROL DEVICE

® Accurate and Precise Measuring

® 2 Relay Output

@® Buzzer (Optional)

® Long Operating Life

@® Cleanable Filter

@® EasyAssembling

@® Adjustable Relay Sensitivity

TECHNICAL SPECIFICATIONS

"""" Product Informations
O O N Product Name KR-416 Humidity & Carbon Dioxide (CO2) Control Device
D ° Input 12-24V DC
o
|:] o Output Relay (2A)
a
A
Sensor Measuring Range Sensitivity ~ Accuracy
o o |
Carbon Dioxide (CO2) | 0-5.000 ppm /0-10.000 ppm + 10 ppm 150 ppm+%2
0,040,0
0000004 b Humidity 0-100 % +% 1 +%3
DUUUUUUUU
_____ N ALY
I%‘
C “
i T 182 mm 65 mm 40 mm 115 mm 45 mm 31 mm
B
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@ NDUSTRIAL SENSOR GROUP ems
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KR-415 // CARBON DIOXIDE (CO2) CONTROL DEVICE

® Accurate and Precise Measuring

® 1 Relay Output

@® Buzzer (Optional)

® Long Operating Life

@® Cleanable Filter

® EasyAssembling

@® Adjustable Relay Sensitivity

TECHNICAL SPECIFICATIONS

I ¥

@ +90 02324312121

Product Informations

Product Name KR-415 Carbon Dioxide (CO2) Control Device
Input 12-24 V DC
Output Relay (2A)
a
Sensor Measuring Range Sensitivity ~ Accuracy
o 0-5.000 ppm
b Carbon Dioxide (CO2) 0 - 10.000 ppm + 10 ppm + 50 ppm+%2

IC A B © a b ©
T 182 mm 65 mm 40 mm 115 mm 45 mm 31 mm
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BR-411 / DIFFERENTIAL PRESSURE CONTROL DEVICE

® Accurate and Precise Measuring
® 1 Relay Output

® Buzzer (Optional)

® Durable and Handy Design

® Long Operating Life

@® EasyAssembling

® Adjustable Relay Sensitivity

TECHNICAL SPECIFICATIONS

Product Name BR-411 Differential Pressure Control Device
S §
@ © Input 12-24V DC

|:] °© Output Relay (2A)

a
A Sensor Measuring Range Sensitivity ~ Accuracy
0-100 Pa / 0-125Pa
a @__-- Pressure £—125§ - §+125g Pa +1Pa *+ %3
Q Q Eb -500) - (+500) Pa

--- A B © a b ©

B 147 mm 65 mm 40 mm 115 mm 10 mm 12 mm
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BR-415 // DIFFERENTIAL PRESSURE CONTROL DEVICE

® Accurate and Precise Measuring

® 1 Relay Output

® Buzzer (Optional)

® Durable and Handy Design

® Long Operating Life

@® EasyAssembling

® Adjustable Relay Sensitivity

@ +90 02324312121

Product Name

TECHNICAL SPECIFICATIONS

BR-415 Differential Pressure Control Device

Product Informations

Input

12-24 V DC

Output

Relay (2A)

Sensor

Pressure

Measuring Range

Sensitivity

+10 Pa

Accuracy

+ %0,5

165 mm 65 mm

40 mm

115 mm

28 mm

28 mm
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@ NDUSTRIAL SENSOR GROUP ems
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AR/ER/CR/OR-411 // GAS CONTROL DEVICES

® Accurate and Precise Measuring
® 1 Relay Output

@® Buzzer (Optional)

® 2 Years Sensor Operating Life
@® Easy Replaceable Sensor

® EasyAssembling

@® Adjustable Relay Sensitivity

TECHNICAL SPECIFICATIONS
------- -

Product Name AR/ER/CR/OR-411 Gas Control Devices

Input 12-24 V DC

o Output Relay (2A)

Sensor Measuring Range Sensitivity ~ Accuracy
A

Ammonia (NH3) 0-100 ppm + 1 ppm + 2 ppm

@ O Ethylene (CzHa) 0-10 ppm / 0-100 ppm + 0,1 ppm + 1 ppm

b Carbon Monoxide (CO) 0-1000 ppm + 1 ppm + 5 ppm
{--- - [ ¥ Oxygen (O2) 0-25 % VOL +0.1%VOL | +1%VOL

c
C
A B © a b ©
< B : 161 mm 65 mm 40 mm 115 mm 24 mm 24 mm
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TR-711 / PANEL TYPE TEMPERATURE CONTROL DEVICE

® Accurate and Precise Measuring

® 1 Relay Output

® Durable and Handy Design

® Long Operating Life

® Panel Type Mounting

@® Adjustable Relay Sensitivity

B
o (IO
C
I
b
a
A
[771 ]
o 1 — |

TECHNICAL SPECIFICATIONS

Product Name

Product Informations

TR-711 Panel Type Temperature Control Device

Input

220 VAC

Output

Relay (2A)

Sensor Measuring Range Sensitivity ~ Accuracy
Temperature (-40) - (+60)°C * +0,1°C +0,3°C
(-50) - (+150)°C **
Humidity 0-100 % +% 1 +%3

*  With NTC 10 Kor NTC 30 K
* % With PT-100 or PT-1000

>
vy}
@]
©
o
e}

103 mm 72 mm

36 mm 93 mm

66,5 mm

31,75 mm
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@ NDUSTRIAL SENSOR GROUP ems
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NR-711 / PANEL TYPE HUMIDITY CONTROL DEVICE

® Accurate and Precise Measuring
® 1 Relay Output

® Durable and Handy Design

® Long Operating Life

® Cleanable Filter

® Panel Type Mounting

@® Adjustable Relay Sensitivity

TECHNICAL SPECIFICATIONS

***** | ‘ Product Name NR-711 Panel Type Humidity Control Device
o LD
C S O Input 220 VAC
O
77777 Output Relay (2A)
b
Sensor Measuring Range Sensitivity ~ Accuracy
a
A
Humidity 0-100 % +% 1 +%3
/o= [ ]
A il ee—
1L :
77777 103 mm 72 mm 36 mm 93 mm 66,5 mm 31,75 mm
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@ NDUSTRIAL SENSOR GROUP ems
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SR-711 // PANEL TYPE TEMPERATURE & HUMIDITY CONTROL DEVICE

® Accurate and Precise Measuring

® 2 Relay Outputs

® Durable and Handy Design

® Long Operating Life

@® Cleanable Filter

® Panel Type Mounting

@® Adjustable Relay Sensitivity

TECHNICAL SPECIFICATIONS

~7
vy]
_N

Product Informations

***** ‘ ‘ Product Name SR-711 Panel Type Temperature & Humidity Control Device
o (IO
C E ° O Input 220 VAC
O
,,,,, Output Relay (2A)
b

< re
|
|
|
|

AN 777777
‘ 66666666696
I g _

Sensor Measuring Range Sensitivity ~ Accuracy
a (-40) - (+60)°C o 5
A Temperature (-40) - (+100)°C * +0,1°C +0,3°C
Humidity 0-100 % +%1 +%3

*  With sintered sensor

0
[
i
L

>

W

O

,,,,, 103 mm 72 mm 36 mm 93 mm 66,5 mm 31,75 mm
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